
A-SZ Series Accumulator

Ideal for high efficiency R410A air conditioning application

Selection table with nominal capacity and dimensional data:

The Emerson A-SZ series accumulator featured with high pressure resistant material is ideal 
for high efficiency R410A air conditioning application, available for systems through 120 KW 
R410A nominal capacity.

Features:

•  Hermetic design
•  ODF copper connections for easy soldering
•  Corrosion resistant epoxy powder paint finish
•  Inlet deflector directs refrigerant flow to prevent internal
      splashing and aid in the collection of refrigerant oil
•  Operate in a range of -40°C to 4°C evaporator temperature
•  Maximum Working Pressure (MWP): 34.5 Bar
•  Fusible Plug Temperature: 221°C

** Holding capacity consider only 50% volume of refrigerant charge per safety.

066471 A-SZ 5 96 3/4 

 127.0 
(~5”) 

246 216 16.0 69.9 2.7 17.2 2,488 

066472 A-SZ 5 97 7/8 251 215 19.1 69.9 2.7 31.4 2,488 

066473 A-SZ 5 126 3/4 328 298 16.0 69.9 3.6 17.2 3,354 

066474 A-SZ 5 127 7/8 334 298 19.1 69.9 3.7 31.4 3,364 

066475 A-SZ 5 137 7/8 376 340 19.1 69.9 4.1 31.4 3,806 

066476 A-SZ 5 139 1-1/8 380 340 23.0 69.9 4.2 50.8 3,824 

066477 A-SZ 5 179 1-1/8 470 430 23.0 69.9 5.2 50.8 4,783 

066478 A-SZ 5 1711 1-3/8 475 430 24.6 69.9 5.2 81.0 4,810 

066479 A-SZ 6 117 7/8 

152.4 
(~6”) 

313 279 19.1 74.6 5.2 31.4 4,810 

066480 A-SZ 6 137 7/8 354 320 19.1 74.6 5.9 31.4 5,428 

066481 A-SZ 6 139 1-1/8 363 320 23.0 74.6 5.9 50.8 5,455 

066482 A-SZ 6 1411 1-3/8 395 349 24.6 74.6 6.4 81.0 5,925 

066483 A-SZ 6 1713 1-5/8 480 432 27.7 80.0 7.8 122.8 7,225 

066484 A-SZ 6 2013 1-5/8 559 510 27.7 80.0 9.1 122.8 8,413 

066485 A-SZ 6 2513 1-5/8 683 635 27.7 80.0 11.2 122.8 10,349 
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