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MWS系列直流无刷电动机(D系列)
MWS SERIES  MIC-DC BRUSHLESS MOTIR

用于冷柜风机及类似用途

For freezer fan and similar purposes

 用 途  Application

型号
Part No.

电压
Votage

V
频率Frequency

Hz
电流Current

A
输入
Input

W

输出
Output

W

转速
Speed
r/min

MWS7-4E-D 220-240 50/60 0.12 14 7 1300

MWS7-4E-S 115 50/60 0.13 11 7 1550

MWS10-4E-D 220-240 50/60 0.14 17 10 1300

MWS10-4E-S 115 50/60 0.21 16 10 1550

MWS16-4E-D 220-240 50/60 0.25 30 16 1300

MWS16-4E-S 115 50/60 0.40 25 16 1550

MWS20-4E-D 220-240 50/60 0.25 30 20 1500

MWS25-4E-D 220-240 50/60 0.30 36 25 2300
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•  Amb. Temperature 环境温度：-30～+50℃
•  Protection Level 防护等级：IP54
•  Insulation class 绝缘等级：B
•  Direction of rotation 转向：CCW
•  Winding protection 绕组保护：Electronic protection and thermal protection 电子保护及过热保护
•  Bearing/Mounting 轴承/安装：Ball/Any 滚珠轴承/任意

典型外形尺寸  Dimensions

主要技术数据  Product Information

•  驱动装入电机内部，客户自带电源，提供直

流电压给电机驱动，实现无级调速，该方案为

电机和驱动一体；

•  该款尺寸较目前常规铁壳结构更加紧凑，定

子绕组采用BMC塑封，防水抗潮湿性强，电机

使用寿命更长，整体噪音较目前铁壳结构可以

降低2-3分贝。

• Internal driving. Need customer themselves 
to provide the power to supply DC voltage to 
the motor driving to achieve stepless speed.. 
Motor-driving integrated design.
• The structure is more compact than iron 
shell motor. The stator winding is sealed by 
BMC, with stronger waterproof and longer 
life, and lower noise by 2-3dB than iron shell 
motor.

•  Amb. Temperature 环境温度：-15～+50℃
•  Store condition贮存温度：-30～+60℃
•  Protection Level防护等级：IP42 
•  Power range: 30W~125W
•  Insulation class 绝缘等级：B
•  Direction of rotation 转向：According to customer 
requirements根据客户要求
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效率
Efficiency

%
IP防护等级 备注

MWS30-8K 280-380 VDC 0.14/0.10 40 30 1350 75 42

单/双轴可定制
(Single/double Shaft
can be customized)

MWS50-8K 280-380 VDC 0.23/0.17 67 50 1350 75 42
MWS70-8K 280-380 VDC 0.32/0.25 93 70 1350 75 42
MWS90-8K 280-380 VDC 0.42/0.32 120 90 1350 75 42

MWS110-8K 280-380 VDC 0.52/0.38 146 110 1350 75 42
MWS125-8K 280-380 VDC 0.6/0.44 166 125 1350 75 42

结构 Description

典型外形尺寸  Dimensions

主要技术数据  Product Information

MWS系列直流无刷电动机(E系列)
MWS SERIES  MIC-DC BRUSHLESS MOTIR

•  Bearing/Mounting 轴承/安装：Ball/ 球轴承/Horizontal
•  Phase Current Protection 相电流保护

•  Short Circuit Protection 短路保护

•  Over temperature Protection 过热保护

•  Position sensorless 无位置传感

•  SVPWM Sin 180°driver 正弦波180°驱动

 用 途  Application
用于中央空调之风机盘管机组
Used in fan-coil unit of central air conditioner


